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NOTES:

All DOITS, NUTS. WaSNers. and plates dnd elostomeric
materiale will be oonoidersd oomplately Goverad by Thée
Don+ron+ unit price for Aridge Guardra brie Heam
o other ltems.

374" Radius (Typ.) Al| stes| oonneating bolts and fasteners for posts and

ing. and all anchor be|ts. nuts. quhers~ and plates
| B galvanfzed after fabriaario

Otoctive coating and moteria] requirement of
5T ral Thg anot 1 %08  Inaordomos' with Sa

= FDETAIL “c*
& K‘ Rail pmsm shol | be ssu+sd on slostomeris pads hoving the

same mer\s‘ans as the 8t base plate and 1/16” thickness.
Suth pu Moy be an s\usmmemc foteriol. ploin or fibarad.
RV ina o hardnsss ¢ urometer] of 50 or abovey as certified
by the Monufocturer, Additional pods o half pods fhay ba
el S R Ry fr ol Sanment | Bagd Rerante Bnown w1
r Tncrecss by the thitkhess of the pad

w POStS, Sap rFdil dngles, \deSv DGSG lates, shannels
10-1/2" x 10-1/2" A / ‘ N A Top of box oulvart B BT S TenTiee: 2 e Y B o AaTH
x 1/2” Base plate \ / 705 Croga 3¢ s16a1 and go v zed.
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DETAIL "B"

“H” at & Post

Projection

Fabrication of structural steel shall be in accordance with
Sec 1080

PR \pH e e et

A A s s s Holes for anohor bolts shal |l be set wlth sultable templates

DETAIL "B” vee e )a > > > in exact pOSItion and Securely fixed +o prevent displacement,
PR . , or at ed

Safi—Gireul hotehes tetterad on “
The‘qx%; gw‘qr ] DOSTSWSD sr\gs may \ Grade A321 threaded rods wlth 2 hex nuts and washers may be
ba tada te faci|itate galvanizing. 10-1/2" x 10-1/2" x 1/4" subatituted for the A307 orthor belts.

the contraotors opflon the holes may be drill

Bottom plate
Ses slab sheet for rail post spacing.

Sea MIssour! Standard Plans drawing 606.00 far detalls not
shown-

PART SECTION AT RAIL POST

€ 7/8"@ Holes for T T

3/470 (A-307) Bolts j\"
e —al

N — See optional

] /_Hwe\d

Y L T 45°  (Typ. #nk both
° post f1dnges)

Ey ® \1/2” Base plate

REMOVE THIS NOTE

NOTE TQ DETAILER:

USE THIS DETAIL WHEN REQUIRED TO_CONNEGT
RAIL POST TO CULVERT SLABS LESS THAN 97 THICK
WHERE CULVERT WALLS 0O NOT INTERFERE WITH
BOLTING THROUGH SL

DETAIL "C”

SECTION A-A

Nota: Optienal walding of the post to tha bosa plates in liau
of the weld shown. is a 5/16” Fillet weld all around.
including the edges of the post flanges.

Detalled :
Chooked Note: This drawing ie not to scale. Follow dimensions. Sheat No. of COUNTY |BOX 14
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